
d D Inside hole Ø L Minimum sales Quantity SKU

7,8 12,0 8,0 13,5 1000 CLD1278135GV25

7,8 12,0 8,0 16,0 1000 CLD127816GV25

7,8 12,0 8,0 21,0 1000 CLD127821GV25

7,8 12,0 8,0 8,5 1000 CLD127885AV

9,7 12,0 10,0 13,5 1000 CLD1297135GV25

9,7 12,0 10,0 16,0 1000 CLD129716GV25

9,7 12,0 10,0 21,0 1000 CLD129721GV25

Snap-in clip

Details du produit

Description

These pressure clips are a closing device, an assembly in place of a clip and

consisting of two plastic assemblies, one of which, the male part, is inserted into

the other, by pressure. Six different models are available according to your

needs: the male clip with slot, without slot, with slotted truss head, single or

slotted flat head, cruciform. You have the choice.

Advantages

The total height of the parts to be assembled varies according to the pressure

with which the parts are assembled, and also according to the type of

assembled parts. We therefore recommend carrying out internal tests.

Qualities

Their natural nylon + or POM material reinforced with glass fiber gives them

significant strength.

usage

They can be widely used in the industrial sector.
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9,7 12,0 10,0 8,5 1000 CLD129785AV

7,8 16,0 8,0 13,5 1000 CLD1678135GV25

7,8 16,0 8,0 16,0 1000 CLD167816GV25

7,8 16,0 8,0 21,0 1000 CLD167821GV25

7,8 16,0 8,0 8,5 1000 CLD167885AV

9,7 16,0 10,0 13,5 1000 CLD1697135GV25

9,7 16,0 10,0 16,0 1000 CLD169716GV25

9,7 16,0 10,0 21,0 1000 CLD169721GV25

9,7 16,0 10,0 8,5 1000 CLD169785AV

7,8 19,0 8,0 13,5 1000 CLD1978135GV25

7,8 19,0 8,0 16,0 1000 CLD197816GV25

7,8 19,0 8,0 21,0 1000 CLD197821GV25

7,8 19,0 8,0 8,5 1000 CLD197885AV

9,7 19,0 10,0 13,5 1000 CLD1987135GV25

9,7 19,0 10,0 16,0 1000 CLD199716GV25

9,7 19 0 10,0 21,0 1000 CLD199721GV25

9,7 19,0 10,0 8,5 1000 CLD199785AV

7,8 20,0 8,0 13,5 1000 CLD2078135GV25

7,8 20,0 8,0 16,0 1000 CLD207816GV25

7,8 20,0 8,0 21,0 1000 CLD207821GV25

7,8 20,0 8,0 8,5 1000 CLD207885AV

d D Inside hole Ø L Minimum sales Quantity SKU
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9,7 20,0 10,0 13,5 1000 CLD2097135GV25

9,7 20,0 10,0 16,0 1000 CLD209716GV25

9,7 20,0 10,0 21,0 1000 CLD209721GV25

9,7 20,0 10,0 8,5 1000 CLD209785AV

7,8 16,0 8,0 13,5 1000 CLM1678135GV25

7,8 16,0 8,0 16,0 1000 CLM167816GV25

7,8 16,0 8,0 21,0 1000 CLM167821GV25

7,8 16,0 8,0 8,5 1000 CLM167885AV

9,7 16,0 10,0 13,5 1000 CLM1697135GV25

9,7 16,0 10,0 16,0 1000 CLM169716GV25

9,7 16,0 10,0 21,0 1000 CLM169721GV25

9,7 16,0 10,0 8,5 1000 CLM169785AV

7,8 19,0 8,0 13,5 1000 CLM1978135GV25

7,8 19,0 8,0 16,0 1000 CLM197816GV25

7,8 19,0 8,0 21,0 1000 CLM197821GV25

7,8 19,0 8,0 8,5 1000 CLM197885AV

9,7 19,0 10,0 13,5 1000 CLM1997135GV25

9,7 19,0 10,0 16,0 1000 CLM199716GV25

9,7 19,0 10,0 21,0 1000 CLM199721GV25

9,7 19,0 10,0 8,5 1000 CLM199785AV

d D Inside hole Ø L Minimum sales Quantity SKU
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Bülte England
37B Basepoint Centre Harts Farm Way Havant Hampshire PO9 1HS
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https://www.bulte.com/en/annexes/sample-request
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